
4 DIVERSE CONFIGURAZIONI per lavorare la più ampia gamma di formati:

1 SUPER SHINE   720 fino al formato   600mm
2 SUPER SHINE 1000 fino al formato 1000mm
3 SUPER SHINE 1200 fino al formato 1200mm
4 SUPER SHINE 1600 fino al formato 1600mm

H

B A

Unità di 
misura 720 1000 1200 1600

Numero teste n. 10 10 10 10
Dimensioni (AxBxH) mm. 2400x9070x2200 2700x9070x2200 2900x9070x2200 3200x9070x2200
Peso Macchina Kg 11500 15800 18200 22000
Potenza totale installata kW 165 165 165 165
Aria Compressa l/min. 60 60 60 60
Acqua l/min. 195 195 195 195
Spessore max mm. 30 30 30 30
Fto min/max mm. 300/700 300/1000 300/1200 300/1600

TRATTAMENTO
formati 300x300 ÷ 1600x3800 mm



Descrizione della lavorazione:

Le 10 TESTE SATELLITARI Ø 580mm a 6 utensili Ø 160mm, hanno le seguenti funzioni:
-	 le prime 7 hanno lo scopo di stesura e lucidatura del prodotto
-	 le 3 seguenti sono di lavaggio
-	 la regolazione automatica della pressione delle teste e del dosaggio del prodotto METCLEAN 1006  	
	
Il risultato è una garanzia  di CONTINUITA’ nella QUALITA’ del prodotto finito.

PRODOTTO METCLEAN 1006

Il processo di stesura del prodotto METCLEAN 1006 crea una reazione chimica, meccanica, fisica che agendo alle giuste  
condizioni  di pressione e temperatura, PENETRA IN PROFONDITÀ NEI PORI DELLA PIASTRELLA assicurandone 
LUCENTEZZA, PROTEZIONE ANTI CALPESTIO e ANTI ATTACCO ACIDO.

Lucentezza oltre 90 Gloss Anticalpestio

Antiacido Antiacido
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METCLEAN 1006 
Surface treating agent 
 
 
DESCRIPTION 
Metclean 1006 is a water based product 
containing a modified silica as active 
ingredient. 
Metclean 1006 is particularly suitable for 
filling the pores and imparting anti-acid 
properties to polished or lapped ceramic 
wares. 
Surfaces treated with Metclean 1006 show 
high gloss, improved resistance to stain and 
easy-to-clean properties. 
Metclean 1006 secures a semi-permanent 
finishing to treated surfaces. 
 
APPLICATION 
Metclean 1006 should be used undiluted on 
perfectly clean and dry surfaces. 
The product is applied dropwise by the 
machine as lubricating agent in lapping 
phase. 
The amount of Metclean 1006 to be used for 
each application is about 80 gr/m2. 
Shake well before use. 
 
PERFORMANCE TEST 
The assessment of the resistance to stains 
should be carried out on perfectly dry treated 
surfaces, normally 24h after the application of 
the product. 

 
TECHNICAL INFORMATION 
Appearance: Pale liquid 
Odour: light 
Solid residue: 15,0 – 25,0% 
pH: 1,4 – 2,4 
Density: 1,08 – 1,13g/cm3 

 
STORAGE CONDITIONS 
Shelf life: 12 months in the sealed 

original containers 
Storage temp.: 5°- 45°C 
Store in the original containers in a dry, cool 
and well ventilated area. Keep away from 
direct sunlight or other sources of heat. 
The product forms gels when exposed to air. 
After opening, use the product within a short 
period. 
 
SAFETY  
Metclean 1006 is intended for industrial use. 
The usual precautions used for chemical 
products should be respected. Good general 
and local ventilation of working areas is 
suggested. Local aspiration on the 
workplaces is recommended. 
Please, refer to the Safety Data Sheet for 
additional information 
 
PACKAGING 
Kg 25 – Plastic cans 
Kg 500 – Plastic tanks 
Kg 1000 – Plastic tanks 

Testa Satellitare Pompe Dosaggio ProdottoUtensile

TRATTAMENTO
formati 300x300 ÷ 1600x3800 mm


